
Exchangeable DC-plugs

Connecting the exchangeable plugs is a snap! 
All plugs have a snap-lock for added safety. 
Both plug ends are  clearly marked to connect 
desired  polarity.

EIAJ RC5320A Plugs

53201 

• L: 9,5

• Dy: 2,35

• Di: 0,7

Class I

Exchangable plug packs

Pack 1: Type 9000-200
All 36-series plugs (8 pcs)

Pack  2: Type 9000-201
All EIAJ plugs (4 pcs)

Pack  3: Type 9000-202
1x all plugs (12 pcs) 

Art. no. 131125

Art. no. 131126

Art. no. 131127

Art. no. 131128

3615  

• L: 14,5

• Dy: 3,5Art. no. 131123

Art. no. 131120

3617   

• L: 12

• Dy: 5,5

• Di: 2,5

3618

• L: 9,5  • Dy: 5,5

• Di: 2,45Art. no. 131193

3620

• L: 11,5

• Dy: 2,5Art. no. 131124

3627

• L: 14  • Dy1: 5

• Dy2: 6,2
• Di: 1,97Art. no. 131122

3630 

• L: 12

• Dy: 5,5

• Di: 2,1Art. no. 131119

3630A  

• L: 12

• Dy: 5,5

• Di: 2,1

3635  

• L: 9

• Dy: 3,8

• Di: 1,3
Art. no. 131121

Art. no. 131192

53202  

• L: 9,5

• Dy: 4

• Di: 1,7

Class II

53203 

• L: 9,5

• Dy: 4,75

• Di: 1,7

Class III

53204 

• L: 9,5

• Dy: 5,5

• Di: 3,3

• Dp: 1,0

Class IV

Push on terminals 
Type 131341 

SNAP-LOCKis easy as 1-2-3!
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Enclosed are the PDL13617 and PDL13630 Snap-lock connectors and the size you 
need will need a�aching to the end of the charger output cable either center posi�ve 
or center nega�ve depending on what your equipment requires and on the 
equipment near the hole that the power supply plugs into there should be a symbol 
confirming which polarity is required which will look like: 

 

Once you determine which polarity you need you snap the connector onto the 
output lead: 

 

The diagram above shows how to fit the snap-lock center posi�ve and for center 
negata�ve the plug is reversed. 
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